 SEQ CHAPTER \h \r 1PHYSICAL FEATURES TO BE INSPECTED


All air pollution sources (fuel burners, incinerators, VOC sources, etc.)


Pipe, spray-on, duct, and troweled cementitious insulation and boiler lagging


Ceiling and floor tiles


Refrigeration and air conditioning equipment


Refrigerant recycling equipment


Asbestos handling equipment


Overboard discharge points


Marine sanitation devices


Areas where nonhazardous waste is collected


Lab areas, including areas used for sample preservation/preparation


Waste receptacles


Accumulations points for waste containing hazardous materials


Storage facilities (including drums and storage lockers)


Used oil storage site


Oil/water separators and alarms


Oily waste holding tanks, sludge tanks, and shoreside discharge systems


Oil transfer equipment (e.g. hoses, couplings, emergency shutoff valves)


Oil spill containment equipment used during fuel transfer operations


Oil spill cleanup equipment


Hazardous material storage areas


Shop areas


Shipping and receiving area


Filling hoses, couplings and valve connections


Storage Tanks


Potable Water System


Equipment, fluids, and other items used or stored at the facility containing PCBs.


Areas Designated for the Storage of PCB Items


Personnel protective equipment


Pesticide application equipment

Pesticide storage areas, including storage containers
