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ENVIRONMENTAL IMPROVEMENT ACTIVITY

This form is to be used to recommend changes, improvement in an activity or for a new activity.  This form will be used in conjunction with the Pollution Prevention (P2) Assessment Process.  If there is no P2 actions this form will be submitted to SECO or immediate supervisor. 
	ENVIRONMENTAL IMPROVEMENT ACTIVITY

	Objective/Goal/ Improvement:  Reduce/replace oil based/high VOC paints - reduce air emissions, improve worker safety


	Pollution Prevention Assessment required: Yes
	N – Follow through with Work Plan 

Y – Identify P2 Phase in actions and complete responsibilities, time and performance criteria expected.

	Work Plan

	Actions
	Responsibility
	Due Date
	Goals/Performance Criteria

	Review Paint inventory to determine which paint can be replaced with Latex.


	William Brandenburg
	
	Reduce VOC’s and improve worker Safety

	Research paints that will be replaced with latex by contacting paint manufacturers or reviewing GSA for paint replacements.


	William Brandenburg and SECO
	12/03


	

	Compile list of paints that meet the requirements needed for the facility. 


	William Brandenburg
	1/04
	

	All the approved paint to the AUL for hazardous materials


	William Brandenburg and SECO
	1/04
	Maintain a list of paints that low in VOC’s and improves worker safety.

	
	
	
	

	EMS Review Items:
The paint inventory had been completed and paints were identified for replacement for use at the marine center all paints that could be replaced with Latex were replaced.


	Management Review Comments:
A discussion with facilities was preformed to determine how the paint replacement was done.  Paints that were replacement with Latex included some of the following paints:
1. Interior and exterior paints used of building maintenance were completed.

2. Parking lot paints were replaced with latex and include purchase of paints would not contain lead or chromates.

3. Paints used for pier maintenance were reviewed and it was conclude that latex paints would be used. 
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