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NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION

JOB HAZARD ANALYSIS
	ADVANCE \d6FACILITY:
	ADVANCE \d6Woods Hole Laboratory
	tc \l3 "Woods Hole Laboratory
ADVANCE \d6
ANALYSIS BY:
	tc \l1 "ANALYSIS BY:ADVANCE \d6James D. Romine
	tc \l3 "James D. Romine
ADVANCE \d6
DATE:
	tc \l1 "DATE:ADVANCE \d62001-01-24

	ADVANCE \d6DEPARTMENT:
	ADVANCE \d6Maintenance
	ADVANCE \d6
SUPERVISOR:
	tc \l1 "SUPERVISOR:ADVANCE \d6
	tc \l3 "
ADVANCE \d6
FREQUENCY:
	tc \l1 "FREQUENCY:ADVANCE \d6Once per week

	ADVANCE \d6JOB TITLE:
	tc \l2 "JOB TITLE:ADVANCE \d6Maintenance Engineer
	tc \l3 "Maintenance EngineerADVANCE \d6LAST REVIEW DATE:
	ADVANCE \d6
	tc \l3 "
ADVANCE \d6
JSA NUMBER:
	tc \l1 "JSA NUMBER:ADVANCE \d6WH JSA 4

	ADVANCE \d6TASK:
	tc \l2 "TASK:ADVANCE \d6Changing Fluorescent Light Bulbs and Ballast
	ADVANCE \d6JOB PERFORMED BY:
	ADVANCE \d6Jim Donovan
	tc \l3 "Jim Donovan
ADVANCE \d6

	tc \l1 "ADVANCE \d6


Required Personal Protective Equipment:  Safety-toed footwear, gloves (cotton), safety glasses
GENERAL NOTES:  
Job Hazard Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Gather fluorescent light bulbs, ballast, and ladder
	Chemical (mercury)–cuts
	Transport securely to prevent light bulb breakage


	2
	Set and ascend the ladder
	Fall
	Ensure area is clean–test the stability of the ladder


	3
	Change the light bulbs
	Hand
	Personal protective equipment (PPE) should include the following: gloves (for cuts and heat) and safety glasses (in the event the bulb breaks or dust and debris fall from light assembly)


	4
	Change the ballast
	Electrocution
	Lockout and tag the circuit to prevent activation of the light switch


* = Recommended
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