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NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION

JOB HAZARD ANALYSIS
	ADVANCE \d6FACILITY:
	ADVANCE \d6Woods Hole Laboratory
	tc \l3 "Woods Hole Laboratory
ADVANCE \d6
ANALYSIS BY:
	tc \l1 "ANALYSIS BY:ADVANCE \d6James D. Romine
	tc \l3 "James D. Romine
ADVANCE \d6
DATE:
	tc \l1 "DATE:ADVANCE \d62001-01-24

	ADVANCE \d6DEPARTMENT:
	ADVANCE \d6FEMAD
	ADVANCE \d6
SUPERVISOR:
	tc \l1 "SUPERVISOR:ADVANCE \d6Frank Almeida
	tc \l3 "Frank Almeida
ADVANCE \d6
FREQUENCY:
	tc \l1 "FREQUENCY:ADVANCE \d61 time/      3 years and   5 minutes per clam

	ADVANCE \d6JOB TITLE:
	tc \l2 "JOB TITLE:ADVANCE \d6Biologist
	tc \l3 "BiologistADVANCE \d6LAST REVIEW DATE:
	ADVANCE \d6
	tc \l3 "
ADVANCE \d6
JSA NUMBER:
	tc \l1 "JSA NUMBER:ADVANCE \d6JSA-9

	ADVANCE \d6TASK:
	tc \l2 "TASK:ADVANCE \d6Clam Preparation
	ADVANCE \d6JOB PERFORMED BY:
	ADVANCE \d6Blanche Jackson 
	tc \l3 "Blanche Jackson 
ADVANCE \d6

	tc \l1 "ADVANCE \d6


Required Personal Protective Equipment:  Laboratory coat, latex gloves
GENERAL NOTES:  Sawing a cross section of a clam to age the clam
Job Hazard Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Obtain clam or quohog (large clam) and line up clam for cross section
	Contact
	Personal protective equipment (PPE) should include the following: gloves (latex or nitrile) for hygiene


	2
	Saw through the clam shell where the clam shells attach
	Hand
	Install interlocks on the saw, so that the guard is in place before the saw will operate*


	3
	Mount and read the cross section
	Contact
	PPE should include the following:  gloves (latex or nitrile) for laceration protection and hygiene


* = Recommended
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