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NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION

JOB HAZARD ANALYSIS
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Required Personal Protective Equipment:  Safety glasses, steel-toed footwear
GENERAL NOTES:  Employee(s) work in a modern warehouse where equipment for cruises is stored.  Some of the equipment is large, heavy, or awkward in shape.  Heavy items are moved using a forklift.  A lot of material is stored on large shelving units.  The warehouse is also used for storage of laboratory samples.
Job Hazard Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Gathering items
	Muscle strain–back injury
	Proper operating procedure should be followed–use lifting devices as needed–do not exceed weight lifting capacity(already in place)


	2
	Remove items from shelves
	Falling object
	Unobstructed access to shelves–do not move material above head height


	3
	Use forklift to move items
	General use
	Occupational Safety and Health Administration (OSHA) mandated forklift training and inspections


	3
	
	Striking stationary objects
	Watch direction of travel--sound horn at corners--do not enter unlighted areas


	3
	
	Tipping over forklift
	Do not lift beyond weight capacity--tilt back load before moving--avoid uneven surfaces


	4
	Load truck 
	Fall
	Material handling equipment should include the following:  a secure dock plate and truck wheel chocks


* = Recommended
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