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NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION

JOB HAZARD ANALYSIS
	ADVANCE \d6FACILITY:
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	tc \l3 "Woods Hole Laboratory
ADVANCE \d6
ANALYSIS BY:
	tc \l1 "ANALYSIS BY:ADVANCE \d6Steven Carlson
	tc \l3 "Steven Carlson
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DATE:
	tc \l1 "DATE:ADVANCE \d62001-01-24
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	ADVANCE \d6Data Management Systems
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SUPERVISOR:
	tc \l1 "SUPERVISOR:ADVANCE \d6Joan Palmer
	tc \l3 "Joan Palmer
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FREQUENCY:
	tc \l1 "FREQUENCY:ADVANCE \d6Daily

	ADVANCE \d6JOB TITLE:
	tc \l2 "JOB TITLE:ADVANCE \d6Computer Specialist
	tc \l3 "Computer SpecialistADVANCE \d6LAST REVIEW DATE:
	ADVANCE \d6
	tc \l3 "
ADVANCE \d6
JSA NUMBER:
	tc \l1 "JSA NUMBER:ADVANCE \d6WH-S7

	ADVANCE \d6TASK:
	tc \l2 "TASK:ADVANCE \d6Equipment Testing and Repair
	ADVANCE \d6JOB PERFORMED BY:
	ADVANCE \d6Various
	tc \l3 "Various
ADVANCE \d6

	tc \l1 "ADVANCE \d6


Required Personal Protective Equipment:  None
GENERAL NOTES:  Trouble shoot equipment, repair PCs, add or update PC components.
Job Hazard Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Open equipment
	Cuts–electrocution
	Be careful of sharp edges–use the proper tools to remove screws and clips–unplug the unit before opening the cabinet


	2
	Work inside equipment
	Electric shocks
	Do not touch bare wires or capacitors with hands or uninsulated tools


	2
	
	Cuts
	Be wary of sharp edges and points


	3
	Test equipment
	Electric shock
	Reinstall the cabinet cover before operating equipment


* = Recommended
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