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NATIONAL OCEANIC AND ATMOSPHERIC ADMINISTRATION

JOB HAZARD ANALYSIS
	ADVANCE \d6FACILITY:
	ADVANCE \d6Woods Hole Laboratory
	tc \l3 "Woods Hole Laboratory
ADVANCE \d6
ANALYSIS BY:
	tc \l1 "ANALYSIS BY:ADVANCE \d6Steven Carlson
	tc \l3 "Steven Carlson
ADVANCE \d6
DATE:
	tc \l1 "DATE:ADVANCE \d62001-01-24

	ADVANCE \d6DEPARTMENT:
	ADVANCE \d6Maintenance
	ADVANCE \d6
SUPERVISOR:
	tc \l1 "SUPERVISOR:ADVANCE \d6Dan O'Brien
	tc \l3 "Dan O'Brien
ADVANCE \d6
FREQUENCY:
	tc \l1 "FREQUENCY:ADVANCE \d6Periodic

	ADVANCE \d6JOB TITLE:
	tc \l2 "JOB TITLE:ADVANCE \d6Maintenance Engineer
	tc \l3 "Maintenance EngineerADVANCE \d6LAST REVIEW DATE:
	ADVANCE \d6
	tc \l3 "
ADVANCE \d6
JSA NUMBER:
	tc \l1 "JSA NUMBER:ADVANCE \d6WH-S2

	ADVANCE \d6TASK:
	tc \l2 "TASK:ADVANCE \d6Heating, Ventilation, and Air Conditioning Filter Changes
	ADVANCE \d6JOB PERFORMED BY:
	ADVANCE \d6Dave Kosewski
	tc \l3 "Dave Kosewski
ADVANCE \d6

	tc \l1 "ADVANCE \d6


Required Personal Protective Equipment:  Safety glasses
GENERAL NOTES:  Work involves removing and installing air filters.  Employee may also use a vacuum cleaner to remove dust buildup on intake vents.
Job Hazard Analysis:

	Step
	Description
	Hazard
	Controls


	1
	Set up ladder
	Back injury
	Use care in moving ladders through hallways, stairs, and so on


	1
	
	Trips and falls
	Ensure that the area is clear before setting up ladders


	2
	Set lockout
	Electrocution
	Avoid open circuits--close circuit box before lockout


	3
	Remove old filters
	Cuts from sharp edges
	Inspect the work area and equipment conditions before starting filter removal


	3
	
	Fall from ladder
	Inspect ladders for conditions--do not exceed ladder step limit


	3
	
	Bumping head on overhead objects
	Inspect the area for hazards--wear bump cap, if necessary


	3
	
	Old filters-dust
	Handle carefully to prevent raising dust--place in bag for transport to garbage


	4
	Install new filters
	Cuts from sharp edges
	Inspect the work area and equipment conditions before installing filters


	4
	
	Fall from ladder
	Inspect ladders for conditions--do not exceed ladder step limit


	4
	
	Bumping head on overhead objects
	Inspect the area for hazards--wear bump cap, if necessary


	5
	Check fan belts
	Falls
	Inspect the work area--use proper ladder


	5
	
	Cuts from sharp edges
	Inspect equipment before placing hands inside housing


	5
	
	Reaching inside (strain)
	Ensure adequate access--do not overreach


	6
	Clean intake vents
	Falls
	Inspect the floor area--use thee proper ladder--avoid overreaching


	
	
	
	


	15
	
	Bumping head on overhead objects
	Inspect the area for hazards--wear bump cap*, if necessary


	6
	
	Electrical energy
	Use proper extension cords--avoid use in wet areas


* = Recommended
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